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1. Scope (Informative)

This document provides the architecture for thes€mee Access Layer (PAL) Enabler of OMA.

The PAL Enabler provides a series of Interfacesafmessing and making use of Presence Informatidsebalf of one or
more interested individuals (i.e. Logical Obseryemisccess to Presence Information on behalf obgital Observer is
based on a contextually aware perspective or viehe presence view/perspective is resolved by fieEhabler relative to
a Presence Aware Service or Class of Service, atahtially other factors including a requestor itityn

The scope of the PAL architecture document is ui¢erto facilitate the development of specificatiforsestablishing a
presence view/perspective, and Interfaces relewatiie access and use of Presence Informatiorthdfuthe architecture
supports possible reuse by other enablers in dodaovide simple and efficient access to Presémfoemation.
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2. References

2.1 Normative References

3GPP
[3GPP-TS_23.002]

IETF
[RFC2119]

OMA
[OSE]

[PAL_RD]

[PRS_RD]

[PUSH_AD]

[PUSH_CAI]

[PUSH_SIP]

[XDM_AD]

3GPP TS 23.002 “Network architecture”
URL: http://www.3gpp.org/ftp/Specs/archive/23 serie€IRa/

“Key words for use in RFCs to Indicate Requirenlesvels”, S. Bradner, March 1997,
URL:http://www.ietf.org/rfc/rfc2119.txt

“OMA Service Environment”, Open Mobile Alliance™,
URL:http://www.openmobilealliance.org/

“Presence Access Layer Requirements”, Open Molilanke™, OMA-RD-PAL-V1_0,
URL:http://www.openmobilealliance.org/

“Presence SIMPLE Requirements”, Version 2.0, Opebil Alliance™, OMA-RD-Presence_SIMPLE-
V2_0,

URL:http://www.openmobilealliance.org/

“Push Architecture”, Version 2.2, Open Mobile Alize™, OMA-AD-Push-V2_2,
URL:http://www.openmobilealliance.org/

"Push Client — Application Interface", Version 1@pen Mobile Alliance™, OMA-TS-PushCAI-V1_0,
URL:http://www.openmobilealliance.org/

“Push using SIP”, Version 1.0, Open Mobile AlliafeOMA-TS-SIP_Push-V1_0,
URL:http://www.openmobilealliance.org/

“XML Document Management Architecture”,Version 2@pen Mobile Alliance™, OMA-AD-XDM-
V2_0,
URL:http://www.openmobilealliance.org/

2.2 Informative References

IETF
[RFC4825]

[RFC4825]

OMA
[OMADICT]

[PRS_AD]

[SEC_CF_AD]

[XDM_RD]

“The Extensible Markup Language (XML) Configuratidacess protocol (XCAP)”, J. Rosenberg, May
2007,

URL: http://www.ietf.org/rfc/rfc4825.t

“The Extensible Markup Language (XML) Configuratidacess protocol (XCAP)”, J. Rosenberg, May
2007,

URL: http://www.ietf.org/rfc/rfc4825.txt

"Dictionary for OMA Specifications"”, Version 2.7,p@n Mobile Alliance™, OMA-ORG-Dictionary-
V2_7,
URL:http://www.openmobilealliance.org/

“Presence SIMPLE Architecture”, Version 2.0, Opealile Alliancel, OMA-AD-Presence_ SIMPLE-
V2_0,
URL:http://www.openmobilealliance.org/

“Security Common Functions Architecture”, Versioi,JOpen Mobile Alliance™,
OMA-AD-SEC_CF-V1 1,

URL:http://www.openmobilealliance.org/

“XML Document Management Requirements”, Version, 2pen Mobile Alliance™, OMA-RD-XDM-
V2_0,
URL:http://www.openmobilealliance.org/

0O 2010 Open Mobile Alliance Ltd. All Rights Reserve  d.
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.



OMA-AD-PAL-V1_0-20101104-C Page 6 (20)

3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT", “REQUIRED”, “SHAL", “SHALL NOT", “SHOULD", “SHOULD NOT",
“RECOMMENDED”, “MAY”, and “OPTIONAL" in this documet are to be interpreted as describeddngr! Reference
source not found].

All sections and appendixes, except “Scope” anttébfuction”, are normative, unless they are exghiéhdicated to be

informative.

3.2

Class of Service
Component

Core Network

Enabler

Functional Component

Home Subscription
Agent

Interfaces

Logical Observer
Notification

PAL Administrator
PAL Client

PAL Initialization

PAL Presence
Parameters

PAL Profile

PAL Rules

PAL Service

PAL Subscription
Presence Aspect
Presence Aware Service
Presence Context
Presence Information

Presence Information
Element

Presence Service
Presence Trigger
Presentity

Push Access Protocol
Push Client

Push Initiator

Push OTA Protocol

Definitions

Use definition from [PAL_RD].

Use definition from [OMADICT].

Use definition from [3GPP-TS_23.002].

Use definition from [OMADICT].

Use definition from [OMADICT].

An entity as described in [PRS_AD] sectidAidme Subscription Agent

Use definition from [OMADICT].
Use definition from [OMADICT].
Use definition from [PRS_RD].
Use definition from [PAL_RD].
Use definition from [PAL_RD].

A PAL Service request used to establish a Pres@oogext.
Use definition from [PAL_RD].

Use definition from [PAL_RD].
Use definition from [PAL_RD].
Use definition from [PAL_RD].
Use definition from [PAL_RD].
Use definition from [PAL_RD].
Use definition from [PAL_RD].
Use definition from [PAL_RD].
Use definition from [PRS_RD].

Use definition from [PRS_RD].

Use definition from [PRS_RD].

Use definition from [PAL_RD].

Use definition from [PRS_RD].

Use definition from [PUSH_AD].

Use definition of "Client" from [PUSH_AD].
Use definition from [PUSH_AD].

Use definition from [PUSH_AD].
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Push Proxy Gateway Use definition from [PUSH_AD].

Reference Point Use definition from [OMADICT].

Resource List Server Use definition from [PRS_AD].

Service Provider Use definition from [OMADICT].

Service XUI An XUl as described in [RFC4825] which is validab/RI, and uniquely identifies a Presence Aware

Service or Class of Service.

User Use definition from [OMADICT].

Watcher Use definition from [PRS_RD].

Watcher Information Use definition from [PRS_RD].

Watcher Information

Use definition from [PAL_RD].
Element

Watcher Information Use definition from [PRS_RD].

Subscriber

XDM Agent An XDM entity as described in [XDM_AD], sectiorXDM Functional Entities, XDM Ageht
3.3 Abbreviations

3GPP 3rd Generation Partnership Project

AD Architecture Document

AS Application Server

CAl Client Application Interface

CN Core Network

HSA Home Subscription Agent

HTTP HyperText Transfer Protocol

IM Instant Messaging

IMS IP Multimedia Subsystem

IP Internet Protocol

NGSI Next Generation Service Interfaces

OMA Open Mobile Alliance

OTA Over The Air

OTA-SIP (Push) OTA over SIP

PAL Presence Access Layer

PAP Push Access Protocol

PDE OMA Presence SIMPLE Data Extensions

PPG Push Proxy Gateway

PRS Presence SIMPLE

PS Presence Server

RD Requirements Document

SIMPLE SIP for Instant Messaging and Presence Leveragitengions

SIP Session Initiation Protocol

URI Uniform Resource Identifier

XDM XML Document Management
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XDMC XML Document Management Client
XDMS XML Document Management Server
XML eXtensible Markup Language
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4. Introduction (Informative)

Presence Aware Services provide service envirorsneitlh the opportunity to expose enhanced and higétsonalised
services on behalf of their subscribers. The $igation of the Presence Access Layer (PAL) iseliby the requirement to
reduce the complexity associated with the accedsisa of Presence and/or Watcher Information fes&ice Aware
Services or Class of Services. Further, by spegfgommon PAL Rules for consolidating and presenpiresence and/or
Watcher Information for Logical Observers, PAL reds complexity, and provides efficient, consist@esence indications.

This architecture document describes the FunctiGoahponents, and Interfaces of the OMA Presence#stayer (PAL)
Enabler. The PAL architecture re-uses OMA Pres&ibtPLE [PRS_AD], OMA XML Document Management
[XDM_AD], and OMA Push [PUSH_AD] in order to fulfithe requirements defined in the [PAL_RD].

The purpose of the PAL architecture is to provid®emon callable interface for Presence Aware 8esvor Class of
Services, to retrieve or be notified of correspagdPresence and/or Watcher Information (e.g. Pa&bEen, IM Enabler or
NGSI Enabler can retrieve Presence and/or Watclfermation via the PAL Enabler). Presence or Wattittiormation is
provided by the PAL Enabler through abstractionsvikim as Presence Aspects and/or Presence Triggadgiohally, the
PAL architecture provides a mechanism through whi€AL Service resolves and establishes Presenuex@n behalf of
a PAL Client. Collectively, these mechanisms pdevPresence Aware Services or Class of Servicés agimpler and
efficient means with which to incorporate preseas@reness as part of their applications, as wet asake adoption by
mobile clients quick and easy. Further, PAL Clseathieve minimal coupling to the underlying stowetand format of
Presence and/or Watcher Information Elements,quaatily as those elements evolve and change.

4.1 Version 1.0

The PAL Enabler provides the following functions:

* Accepts and authorizes PAL Service requests;
* Resolves Presence Context on behalf of PAL Clieas®d on a Presence Aware Service or Class ofcgervi

* Interacts with other Enablers to retrieve and cbdate required information (e.g. Presence SIMPXHEL
Document Management);

* Maintains and upholds the privacy and securitynédrimation requested and mediated by the PAL Seyvic
» Provides appropriate PAL Service responses indha bf Presence Aspects and/or Presence Triggadls; a

» Manages and provisions the PAL Service on behaffesfiice Providers.

0O 2010 Open Mobile Alliance Ltd. All Rights Reserve  d.
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5. Architectural Model

The PAL Architecture Document conforms to [OSE].

5.1 Dependencies
The PAL Enabler has the following dependencies:

* OMA Presence SIMPLE Enabler;
e OMA XML Document Management Enabler; and

*  OMA Push Enabler.

51.1 OMA Presence SIMPLE Enabler

The PAL Enabler makes use of the following Integfaérom OMA SIMPLE Presence:
» PRS-3i Interface is exposed by the Presence SendeBHALL be used by a PAL Server as detailed RYPAD]
“Description of the Interfaces, PRS-3i Interfaceind

* PRS-4i Interface is exposed by the Resource Listeé8@nd SHALL be used by a PAL Server as detailed
[PRS_AD] “Description of the Interfaces, PRS-4i Interface

5.1.2 OMA XML Document Management Enabler

The PAL Enabler makes use of the following Integfaérom OMA XML Document Management:
» XDM-4i Interface is exposed by the PAL XDMS and SHAbe used by a PAL Server as described in [XDM_AD]
“Description of Interfaces, XDM Interfacesnd

» XDM-6i Interface is exposed by the PAL XDMS and SHAbe used by a PAL Server as described in [XDM_AD]
“Description of Interfaces, XDM Interfaces

51.3 OMA Push Enabler

The PAL Enabler makes use of the following Integfaérom the OMA Push Enabler:
* Push-PAP Interface is exposed by the Push Proxgvi@gtand SHALL be used by a PAL Server as desciibed
[PUSH_AD] “The Push Access Prototoand

» Push-CAl Interface is exposed by the Push Enabl@é/SHALL be used by a PAL Client to register asiatP
application, and to receive notification of Puslkereg from a Push Client as described in [PUSH_CRi{]sh Client
— Application Interface (Push-CAl)

NOTE: The deployment, and configuration of a Pusbr€ operating on behalf of a PAL specific Pusblagation is out
of scope of this Enabler.

5.2  Architectural Diagram

Figure 1 illustrates the OMA PAL architecture unding interfaces applicable to the PAL Enabler.

0O 2010 Open Mobile Alliance Ltd. All Rights Reserve  d.
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|
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Client Server T ]
| |
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XDM-4i > |
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'] XDMS !
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XDM-6i——————— l
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| XDM Enabler |

Legend

Components specified by this Enabler

Resources not specified by this Enabler

—JPp Interface exposed by Enabler/Component

XYZ-n Name of interface exposed by Enabler/Component

Figure 1: PAL Architecture Diagram

5.3 PAL Functional Components and Interfaces

This section describes PAL Functional Componentslaterfaces identified in Figure 1.

The PAL Enabler exposes the following interface:

0O 2010 Open Mobile Alliance Ltd. All Rights Reserve  d.
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*  PAL-1i.

5.3.1 PAL Client

A PAL Client provides access to various featurea BfAL Server, as detailed in section 5.3.2.

A PAL Client SHALL support the following functions:
* Requests to establish and receive a Presence €¢intexo fulfill underlying functionality of angplication
associated with a Presence Aware Service or Cfe8sruice);
* Requests to receive Presence Aspects relativepedfied Presence Context;
* Regquests to suspend or resume a Presence Context;
» Registers with the Push Enabler as a Push applicéte. to receive asynchronous naotificationsy an

* Receives an asynchronous notification as a re$altpoe-defined action corresponding to a Pres@nigger being
invoked.

5.3.2 PAL Server

A PAL Server establishes Presence Context for socésted Presence Aware Service or Class of Seliviceder to provide
consolidated Presence and/or Watcher Informatieni¢ the form of Presence Aspects) to authorizad Clients.

A PAL Server SHALL support the following functions:

» Authorizes requesting PAL Clients;

» Establishes or terminates a Presence Context agsdaiith a Presence Aware Service or Class ofi@srpon
request;

» Subscribes to receive Presence and/or Watchemtiakown for a Presentity, as a Watcher or Watchfarimation
Subscriber;

* Functions as a Home Subscription Agent (e.qg. td tine number of subscriptions to a Presence Sgrver
* Functions as a Push Initiator (i.e. to transmiihablyonous notifications);

* Manipulates (i.e. creates, retrieves, updatesdatetes) PAL Profiles as an XDM Agent;

» Subscribes to receive notification of changes th PAofiles, as an XDM Agent;

* Receives a Presence Aspect request; evaluatepplielsaPAL Policy to support the consolidation oé$ence
and/or Watcher Information (i.e. in the form of &ace Aspects) for a Presence Aware Service os Gfa&8ervice,
and returns the result i.e. Presence Aspect vaduasequesting PAL Client;

» Monitors, and detects Presence Aspect value chasgesiated with an applicable Presence Contedteascutes
predefined actions corresponding to a Presencgdirig.g. notifies a PAL Client of such a Presenspek&t value
change; and

* Suspends or resumes a Presence Context (i.e. suspersume asynchronous notifications of Pres@niggers
applicable to a given Presence Context).

5.3.3 PAL XDMS

The PAL XDMS conforms to the specification for elaitspecific XDMSs provided in [XDM_AD], sectiorEhabler
Specific XDMS The PAL XDMS manages and supports the followiigM Documents:

0O 2010 Open Mobile Alliance Ltd. All Rights Reserve  d.
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* PAL Profile XDM Documents.
The PAL XDMS SHALL support the following functions:

» Manages PAL Profile XDM Documents (e.g. PAL Prd)levhich are specific to the use of a PAL Server;
» Enables subscriptions to changes to PAL Profile XD&tuments stored in the PAL XDMS; and
* Notifies subscribers of changes to the PAL Profil&M Documents stored in the PAL XDMS.

534 PAL-1i Interface

The PAL-1i Interface is exposed by a PAL Served smpports the following functions on behalf oftaartzed principals,
such as PAL Clients.

The PAL-1i Interface SHALL support PAL Initializat requests to enable a PAL Server to establishesaive a Presence
Context on behalf of authorized PAL Clients. The_FServer processes a PAL Initialization requestdsbon information
provided (i.e. a Service XUI), and returns a uniglentifier associated with the resolved Presenmet€xt and an optional
set of PAL Presence Parameters, or an error respons

The PAL-1i Interface SHALL support Presence Aspequests to retrieve consolidated views of Presandéor Watcher
Information, in the form of Presence Aspect valinesn a PAL Server. A PAL Server processes a PreEs@spect request
based on information provided (i.e. a Presence &wtidentifier, along with one or more Presenceédtsp to be evaluated),
and returns to the PAL Client; either Presence Aspalues corresponding to Presentities of interasan error response.

The PAL-1i Interface SHALL support a request topargd or resume a Presence Context. For examphd £kent
suspends the receipt of Presence Aspects for a §resence Context. A PAL Server processes asadspsume request
based on information provided, i.e. a Presence&tidentifier, and parameter information relattoghe suspend/resume
operation. A PAL Server then processes the reqdegteration, and based on the current state ¢frimence Context, i.e.
a request to suspend a Presence Context may hedgiithe given Presence Context is already inspsnded state. An
appropriate suspend/resume response is returreeBAd. Client.

5.3.5 PAL Enabler Reference Points

The following sub-section provides details of PAhabler specific Reference Points. DescriptionRe&ference Points
reused from other Enablers are not within the safpkis architecture document, and are therefanited.

5.3.5.1 Reference Point PAL-1: PAL Client — PAL Ser ver

The PAL-1 Reference Point supports communicatidwéen the PAL Client and PAL Server.
The PAL-1 Reference Point consists of the PAL-1elface.

5.3.6 PAL deployment - 3GPP IMS network

Figure 2, below, illustrates the PAL Enabler deplbwithin a 3GPP IMS network realization:

0O 2010 Open Mobile Alliance Ltd. All Rights Reserve  d.
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User Equipment Server (AS)
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PUSHI/SIP PAL Server Client
Client
IMS Application
Server (AS)
PUSH-PAP
PPG ISC
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| |
ISC ISC
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PAL-1 PAL-1
PUSH-OTA PUSH-OTA

IMS Core Network

Figure 2: PAL Deployment — 3GPP IMS Network

The PAL Enabler deployed within an IMS network segirutilizes the following IMS Reference Pointgda$ined in BGPP-
TS_23.002] sectionlM Subsystem Reference Poirisd [PUSH_SIP] sectionS1P Push Functional Components and Interfaces

NOTE: Figure 2 assumes a PAL Client/Server runimirgn IMS Core Network utilizing SIP or HTTP protdindings
and OMA Push Enabler (e.g. PUSH/SIP Client for PUZFA over SIP protocol bindings).

The following table provides a mapping of 3GPP IS Reference Points to OMA PAL Enabler ReferendetBo

IMS Reference Point OMA PAL Enabler Reference Point
Ut PAL-1 (i.e. UE based PAL Clients supporting HTTBtpcol bindings)
Gm PAL-1 (i.e. UE based PAL Clients supporting SIPtpcol bindings)
ISC PAL-1 (i.e. PAL Functional Components supportin® $fotocol bindings)

5.4 Security Considerations

Security mechanisms may be employed by PAL Enal#ployments in order to prevent denial-of-servitaecks and
provide integrity of a PAL Service. These mecharsisnay include:

e Mutual authentication of PAL Clients and PAL Seramd

* Authorization of PAL Clients.

Suitable authentication, authorization, messagegiity, and confidentiality protection mechanismeyrbe used by PAL
Enabler deployments, as described in [SEC_CF_AD].
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Appendix B.  Flows (informative)

The following subsections describe high-level lagioformation flows between Functional Componeritthe PAL
architecture. These flows illustrate how Functlddemponents within the PAL architecture supporioas features and
requirements of the PAL Enabler.

B.1 PAL Presence Context Establishment

The PAL Client for User Alice makes use of spedifiesence Information in the form of Presence Atspéar a Presence
Aware Service (e.g. the MIMO IM Service). PreseAspects are provided to a PAL Client relative fgiveen Presence
Context. Presence Context includes PAL Presenaiters. Presence Context specifies a presemgerament and is
required in order for a PAL Client to make use ddence Information. A Presence Context is resdbyethe PAL Server
based on a Presence Aware Service or Class ofc8asioutlined in Figure 3 below:

O

—> | PAL-Client PAL Server

1. PAL Initialization request.

Alice

. V2

2. Resolves
Presence Context

3. PAL Initialization Response

By et T

4. Stores Presence
Context identifier

® PAL-1i P

Figure 3: Establishing Presence Context based onRxesence Aware Service

1. A PAL Client that wishes to receive Presence Aspdssues a PAL Initialization request to the P3drver with
the following information:

a. A Service XUl corresponding to a Presence Awar@iSeror Class of Service
b. The public user identity of the corresponding PAlefit (e.g. a SIP URI corresponding with user Alice
c. An optional resource URI corresponding to the Rrtige(e.g. a SIP URI)

2. Upon receipt of a PAL Initialization request, a P8krver authorizes the request and resolves aop@gie PAL
Presence Context based on a service identifieoptidnally watcher-id and/or resource URI.

3. Once a Presence Context has been established, &&#er returns a PAL initialization response ®4d_ Client,
including a unique Presence Context identifier, aptional meta-data (e.g. a baseline Presence fspk®).

4. A PAL Client stores the Presence Context ident{f@erd optional meta-data). Alice’s IM Service @wnable to
request and make use of Presence Aspects relatitie £stablished Presence Context.
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B.2 Requesting specific Presence Information.

A PAL Client within Alice ‘s mobile device, has stal and resolved a Presence Context for a Pregdemare Service
‘MyFriendlyChat’ from the PAL Server running withilice’s home network domain. Alice’s MyFriendly@happlication
may now request and make use of specific Presafaariation through a PAL Client. Presence Asppotwide a PAL
Client with a view of Presence Information basedanrassociated Presence Context, correspondingowéttor more
Presentities. Figure 4 below, provides an outtiha PAL Client retrieving a Presence Aspect, gimarestablished Presence
Context:

—> PAL Client PAL Server

1. PAL Presence Aspect request

|
l
Alice 1
|

|

|

|

|

i

1 2. Process PA
|

i request
|

|

|

|

|

|

|

|

|

3. PAL Presence Aspect response i

|

|

i

|

4. Store 1
Presence Aspect 1
|

T |

| |

| |

| |

| |
® PAL-1i P

Figure 4: Requesting a Presence Aspect relative goPresence Context

1. A PAL Client wishing to make use of Presence Aspeends a PAL Presence Aspect request to the BAIeIS
with the following information:

a. A PAL Presence Context identifier corresponding fmarticular Presence Aware Service or Class of
Service;

b. A resource URI corresponding to the Presentity. @ §IP URI); and,
c. The Presence Aspect being requested (e.g. ‘cobtatita

2. Upon receipt of a PAL Presence Aspect request? &le Server authorizes the request and proceedsaloae
and/or retrieve the requested Presence Aspectiasmbwvith the Presence Context.

3. Once a Presence Context has been computed, th&Pkr issues a PAL Presence Aspect response RAlhe
Client which includes the Presence Context idextifand the Presence Aspect value.

4. The PAL Client stores the Presence Aspect correipgrio the given Presence Context which may then b
provided to a Presence Aware Service such as ‘MyityChat’.
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B.3 Presence Trigger Predefined Action

A PAL Client within Anthony's mobile device wishé&s receive alerts relating to detected status absufirgm his daughter
Josephine, who is currently away from home attendoilege. Anthony’s mobile device requests andesta Presence
Context for the ‘Parental Alert’ Presence Awarevier from a PAL Server running within his home netlwdomain. As a
result of this request, one or more Presence Tisgage established on behalf of Anthony for indint$ of interest (e.g. his
daughter Josephine) based on the resolved Pre€emtext. A Presence Trigger executes a predeficgdn as a result of a
detected Presence Aspect change. Predefined satiayinclude sending an interested observer, asiéinthony, a
notification providing details of the detected Fmese Aspect change. Figure 5 below, provides #mewf a PAL Client
establishing a Presence Context, and later regeavitietected change to a specified Presence Asaleet for an individual
of interest based on the established Presence xtonte

Q

) PAL Client PAL Server
1 1. PAL Initialization request. !
! N
Anthony | i
|
|
! 2. Resolves
} Presence Context
|
| |
| 3. PAL Initialization Response i
1 |
4. Stores Presence ~
Context identifier ~
i 5. Presence
~ Aspect Trigger
, fires
T 6. PAL Presence Aspect Notify T
i i
7. Store/relay I
updated Presence :
Aspect value I
| |
® PAL-1i P

Figure 5: Receiving a Predefined Action correspondig with a Presence Trigger
For brevity, steps 1-4 are omitted. Further detail establishing a Presence Context are as dedéntAppendix B.1.

5. A PAL Server monitoring Presence Aspects corresimgndith a given Presence Context detects a Presasgect
change associated with a specific Presence Tri{gggr‘onAvailable’) for Presentities of intere#s a result, the
predefined Presence Trigger action fires.

6. This results in a notification being sent to thelR&lient. This notification may include the follamg information:

a. A PAL Presence Context identifier corresponding farticular Presence Aware Service or Class of
Service;

b. A resource URI corresponding to the Presentity. @ §IP URI); and,

c. The detected Presence Aspect value (e.g. Joseghiog considered ‘available’).
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7. The PAL Client stores the detected Presence Aspdioe change corresponding to the given Presenngefio
which may then be relayed to a Presence Aware &esvich as ‘Parental Alert’.
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